on opposite side of pier on pier proved by Engineer.
(when required)

20 (¥ Liquid tight flexible = == 50 (2) PVCC rigid Anchor conduit to
condult fo light fixture (s) Bend as req'd.7 / Galv. steel conduit /_ top of pier as ap-
=
]

r—
| L

20 (3/4) PVCC rigid -—f
Galv. steel conduit

|

Expansion anchor,

20 (¥p Liquid tight ) _ fool
ﬂexi/éle conduif Underpass unit w/built heavy duty, as ap géro(llr)llg_ss Jsrhee goccjj
in ballast (mount as high proved by the Eng. id. readed.
possible) N Length as required
50 (2) PVCC condulet Use PVCC conduit clamp
Type "T"” or "X" & saddle every 1.5 m (5"

(as required)

Junction box
PVCC conduit holder
50 (2) PVCC I:—-<-——— Junction box \'] 50 (2) PVCC / ;

rigid Galv. steel I o W rigid Galv. steel 25 (1) Dia. PVCC
rigid Galv. steel
conduit

CONDUIT HANGER

(5"

=1

0

Concrete : - Concrete
Barrier Barrier

1.5
(5"

; 3|

25 () or 30 (/) unit duct 25 () or 30 (ll/g) unit duct

]
terminate 900 (36) above grade ferminate 900 (36) above grade \; Expansion anchor,

heavy duty, as ap-
proved by the Eng.

UNDERPASS LIGHTING

(Mounted on Face Pier)

Existing
junction box

et 5 rochog + Nut, lock washer & 2;0(7{)”8_53 i;eel drOde
unction box attached to . flat washer (S.S.) 1d. Threaded.
deck 150x100x100 (6x4x4) \ /—Brldge deck Junction box attached to o Length as required
—_—— , deck 150x100x100 (6x4x4) ] (typ.)
L » LS » ° S Lo e » . c e b D g
!!]] i : : s P / ey e 25 (1) Dia. liquid
: ; - L T . tight flexible Flat washer &
% 25 (1) PVCC rigid— conduit incidental locknut (S.S.)
- Galy. steel conduit to R.S.C. attached
] = i
e . — L : to structure (typ.) I_@:‘ Vibration damper
inai \___ Luminaire hange " Locknut, flat washer s B | gssembly
Luminaire See DETAIL A)Q Junction box /5; eOprene washer & A = (See Note *)
250x200x150 (10x8x6) i cuffed washer (S.5.) o P~
" §§
S~ Steel spring

§

Nut, lock washer &
flat washer (S.S.) < \ o )
Luminaire mounting
* Note: bracket (S.S.)

Other vibration damper
assembly may be used
if approved by Engineer.

LUMINAIRE HANGER ASSEMBLY DETAIL A

Existing Jjunction box —_

All dimensions are in millimeters (inches)
unless otherwise shown.

DATE REVISIONS
Existing 65 (2Y/2) 01/30/06| ADDED PVCC CONDUIT

Dia. PVC conduit UNDERPASS LIGHTING

UNDERPASS LIGHTING

(Mounted to Bridge Deck)

lﬁg_gp)
LGTO19.M32




